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I.  USER MANUAL / ENGLISH 
 

 

 

Your safety is our priority 

 

 

 

 

 

 

 

This symbol on the machine reminds the 

operato r to read this manual before operat ing 

this join er. 

 

This symbol on the machine reminds the 

operator to wear acoust ic protections before 

operating  this joiner.  

 

PRIOR TO PERFORM ANY MAINTENANCE, MACHINE MUST BE LOCKED AND UNPLUGGED FROM POWER SOURCES 

(AIR AND ELECTRICITY), REFER TO CHAPTER I.5.A SAFETY INSTRUCTIONS (PAGE 21). DO NOT OPERATE THE 

MACHINE IF COVERS OR PROTECTIONS ARE MISSING.  

 

This symbol in the manual is to mention some 

tricks that can help you saving time or improve 

your production.  

 

This symbol in the manual is to mention safety 

instructions.  

 

 
This symbol in the manual is to mention 

needed tools to perform a procedure.  
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1 PRESENTATION 

1.A WORK TABLE 

 

   

Rebate clamp  1  
 
 

 
 
 
 

Keyboard  2 

Magnetic adjustable rod clamp assembly  3 

Crossbar  4 

Sliding table handle  5 

Sliding table  6 

1
st

 back fence  7 

Angle adjusting screw  8 

2
nd

 back fence  9 

Wedge distributor  10 

Air pressure gauge  11 

Air valve  12 

    

 

5 

3 

7 

2 

6 

8 

9 

10 

1 

4 

11 
12 
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Loading button  13 

Pre-clamp button  14 

Stapling button  15 

Emergency/stop & start button      16 

 

  

13 

14 

15 

16 
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1.B INTRODUCTION 

Thanks for having purchased the MACH 1 CART underpinner and for your trust in Cassese® products. The MACH 1 CART benefits 

from CasseseɅs experience since 1976 in designing and manufacturing highest quality underpinners, for which we are world -

famous. 

The MACH 1 CART will allow you to join, wooden, plastic and MDF profiles (patent n° 7522814). Joining operation is carried out by 

using Genuine Cassese® Cartridge Wedges, specially designed to perform perfect and tight framesɅ corners.  

 

1.C ACCESSORIES SUPPLIED WITH THE MACHINE 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

Z26999: 

1 x Magnetic adjustable rod 

clamp  

 

Z24703: 

1 x Chevron holder  

 

 

Z21525: 

1 x Chevron rubber  assy 

 

 

Z506: 

1 x Wedge driver blade for 

using CASSESE® Genuine 

Cartridge Wedges 

 

Z1882: 

1 x Allen Key 3 mm 

 

 

Z1884: 

1 x Allen Key 4 mm 

 

 

Z1885: 

1 x Allen Key 5 mm 

 

 

Z1879: 

1 x Allen Key 2.5 mm 

 

 

Z1896: 

1 x Grease Tube 

 

 

Z3078: 

Spacer bars 

 

 

1 box of 7 mm Softwood  

1 box of 10mm Hardwood  

1 box of 10mm Softwood  

 

Z535: 

Wedge removal tool  
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Z1783: 

Yellow round clamp  

 

 

 
Z1791: 

Green round clamp  

 

 

 

Z18065: 

Round clamp holder  

Z21524: 

1 x Chevron rubber   

 

 

 

 

 

Z556: 

Grooved connector  

 

 

 

Z701: 

Male US connector F1/4 

 

 

 

Z749: 

Quick coupling 

 

 

 

Z1343 (x4): 

Nut 

Z1612 (x4): 

Washer 

Z25780 (x4): 

Levelling feet 
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1.D TECHNICAL SPECIFICATIONS OF MACH 1 CART 

Minimum moulding width:     5mm (3/16ɉ) / Minimum moulding height : 7 mm (1/4ɉ) 

Maximum moulding width :   150 mm ( 5 29/32Ɉ) / Maximum moulding height : 10 0 mm ( 4 13/32ɉ ) 

    Maximum stroke between first and last wedge (at 45 °) : 190 mm (7 31/64ɉ) 

 

3 wedge types :                    Softwood, Hardwood & MDF. Use only Cassese® Genuine Cartridge Wedges.  

    Cassese® Genuine Cartridge Wedges sizes: 5, 7, 10, 12 and 15 mm. 

Machine gross weight :        93 kg . 

Dimensions :                         Width 668mm (2ft 219/64ɅɅ) x Depth 589mm (1ft 113/16ɉ) x Height 1171mm (3ft 107/64ɅɅ). 

Power supply:                       110/220V, 50/60 Hz, single-phase, Consumption : 500W. 

Air Supply :                           compressed air 6-7 bars 

Average consumption per cycle :  2 Nl at 6 bars (we consider one cycle is a corner with 2 positions and 1 wedge per position)  

1.E OPTIONS 

 

 

 

 

 

 

 

 

1.F GUARANTEE 

One year guarantee for parts and labor against manufacturing defects. Wearing parts*  and those damaged as a 

result of non-appliance with the instructions of the present manual are excluded from the guarantee.  

 

 

 

 

 

 

 

 

 

*Chevron rubbers, round clamps and wedge driver blades are considered as wearing parts.  

Z25147: 

Stainless steel shelf for 

wedges and accessories 

 

Barcode reader (Contact 

the customer service ) 

 

Barcode reader (Contact the 
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2 SETUP 

2.A. UNPACKING THE MACHINE 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Cut both plastic strips  
in order to free the 
box and lift up the 
wood cover with the 
help of a second 
person. 

 

 

 

 

Using the 13mm 
span, remove the 4 
bolts to free the 
machine from the 
crate. They are 
located under the 
pallet.  

The keyboard is hold 
in place with 3 
screws. 
 
2 are located on top 
of the keyboards, use 
5mm Allen key to 
remove them if you 
wish to change the 
position of the 
screen. 
 
. 
 

 

After unpacking the 
machine, install and 
set the 4 feet to level 
the machine.  Make 
sure the 4 feet are 
touching the floor, 
machine must be 
steady. 

When levelling the machine, if the machine is installed against a working table, make s ure a long frame will 

not be ris en up by the table , because this would cause bad joining. Working table and machine should be 

levelled together.  

 

Figure 2-1 

Figure 2-4 Figure 2-3 

Figure 2-2 

Cutter 

Flat span N.13 & N.17 

Allen key N.5 

Bubble level 

Phillips screw driver  

The keyboard then 
can be installed on 
the other side of the 
machine. 

 
 

Figure 2-6 

One is located under 
the keyboard. Use 
Phillips screw driver if 
you wish to change 
the position of the 
screen. 

 
 

Figure 2-5 Figure 2-7 
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2.A AIR LINE FITTINGS 

 

Included in the machine Customerôs air connection

 

Standard hose connector - Z556 

 

 

Q/R US male connector - Z701

 

 

 

2.B CONNECTING TO THE AIR SOURCE 

 
The machine should be connected to a pneumatic  circuit providing 6 to 8 bars pressure.  

 
 
 
 
 
 
 
 
 
 

 

 
 
 
 
 

 

 

 

 

 

 

 

 

 

If the indicated pres sure is not 6 bars (85 p.s.i.), check the pressure at the air source  (compressor). Then, if pressure is correct at 

the air source, it means the regulator of the machine needs  fine tuning. Perform th e following  procedure to adjust it ( Figure 2-10 

and Figure 2-11) 

Connect the machine 

using the quick 

connectors as 

mentioned in 

chapter I.2.A  

 

 

 

When installing the machine, make sure the floor will be flat and strong enough to support its weight. It 

should  be installed in a dry environment providing temperate temperature. The floor should  be flat and 

clean. Select a location with proper lighting.  

 

Figure 2-8 

Quick 

release(Q/R) 

Female 

Air Connector 
- Z749 

 

Quick 

release(Q/R) 

Female 

Air Connector 
- Z749 

The MACH 1 CART 

must  be connected 

to the air source 

located on the front 

panel of the drawer . 

Turn the compressed 

air valve to ON by 

rotating its red knob .  

 

The air pressure 

gauge should show 6 

bars (85 p.s.i.) 

minimum.  

 

The red knob  in Figure 2-9 must  be used to secure the machine duri ng maintenance or to prevent non 

desired use. A lock can be applied to it in stop position so nobody can turn it back to ON. This will exhaust air 

from the machine circuit and disconnect it from air supply, but it WILL NOT switch off electrical components. 

Refer to chapter I.5.A  SAFETY INSTRUCTIONS (page 21) for further instructions.  

Figure 2-9 






































































































































